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Manhole cover and frame - grade 8
to BS 497 bedded on 1:3 cement/
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225

1120

225

P L L L T TR Y d

1 fall 1740

1225 | 750

Section A-A \/

|225 | 600 2 |
o |
| f |

Rising main
<3

225 Class B Engineering brickwork

Heavy duty precast concrete cover
slab to BS 556

Flexible delivery hose and electrical
supply to pump

Step irons at 300 cors to BS 1247

150 concrete -~ class 20720
surround

1800 dia precast concrete chamber
rings te BS 556

* Chain suspending pump from
“pumplok’ coupling
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gvc / pvc flexible jointed
adaptor adjacent to chamber

160 dia pvc drop shaft with
rodding access

Pump

Min 275 concrete class 20/20

base i{o chamber

Sectional plan of valve and access chambers
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150 dia fitted with

Section B=8 —

108 dic fitted with

gvc/pve flexible jointed
adaptor adjacent to
chamber

| }m: [ﬂ z Septic tank inlet drain

110 dia pve drop shaft with

- rodding access

Standby hose connection adaptor

Ductile iron valves & pipework

Rising main g

‘pumplek’ coupling
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Section C-C

Typical details of electricity meter housing
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' Housing to be weatherproof
L _& Wooden backboard to be min 600 x 600 and 500 above g.i.
. ' 100 dia service duct to be installed through buse %o 50 above slab
Rl Lonc base 100 thick to dimensions shown
2
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Notes

1 Manhole cover and frn&ms to have clear openings as follows :-
chamber access 600 x 600 : vaive chamber access 1120 x 750

7 Chamber ring joints to be made with 13 sulphate resistant
cement / sand

3 Submersible pump to be explosion-proof with automatic level
control {capacity 36 cm per day af 19 m head )

L Manhole covers to have locking facility and be vented

5 Cover slab to be adapted os shown to accommodate pump hose

6 Pump automatic level control to be fully adjustable such that
suitable operating levels may be obtained after installation

7 Ductile iron pipework and valves manufactured by Stanton and Slaveley
or other similar approved . '

Bends  Double flanged 90° short radivs 80 nominal digmeter
Tee All flanged 80 / 80 nominal diameter

\ Valves  Euro 16 DK 80 gate valve
. 1 Main pump velve
~2 Emergency pump valve
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